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Agenda ïApril 13, 2004 

¸7:00 ï7:05 Administration

¸7:05 ï8:30 Featured Topic ïYour New System 
(2003 Update): Installing the Balance of Your 
Components (alias, ñAssembly ïPart 2ò)

¸8:30 ï9:00 Hardware News

¸9:00 ï9:10 Break

¸9:10 ï9:55 Hardware Submission and  Random 
Access (Q&A)

¸9:55 ï10:00 Recap, Preview, and Close
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Administration

¸Welcome! Please Sign In.

¸What the SIG iséand is not.
¸ Is - a resource for computer users and potential computer 

users

¸ Is NOT ïa cheap way to get your computer built or 
repaired

¸Logs ïRandom Access & Hardware Submission 
(First Comeé)

¸Hardware Submission & RELEASE
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Administration (continued):

¸Presentation materials will be posted at:
http://www.edscustomcomputers.com/

welcome_to_the_ocipug_hardware_s1.htm

¸Prior presentation materials also posted.

http://www.edscustomcomputers.com/welcome_to_the_ocipug_hardware_s1.htm
http://www.edscustomcomputers.com/welcome_to_the_ocipug_hardware_s1.htm
http://www.edscustomcomputers.com/welcome_to_the_ocipug_hardware_s1.htm
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Your New System (2003 Update): Set Up-Part 2

¸Givens (from the last meeting) ïyou:

¸Set up your motherboard and installed your CPU and 

RAM.

¸ Installed the assembled motherboard into your chassis.  

¸Successfully performed an initial system test.
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Your New System (2003): Set Up-Part 2 (cont.)

¸The Process

¸Assemble and review the component docs (balance)

¸Install the ñfloppyò and hard drives

¸ Install other externally-accessible drives

¸ Install the power supply

¸Attach power and data cables

¸ Install I/O cables/brackets
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Your New System (2003): Set Up-Part 2 (cont.)

¸The Process (continued)

¸ Install adapter cards

¸Perform a system-level test

¸Set up your BIOS (baseline).
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Your New System (2003): Set Up-Part 2 (cont.)

¸Assemble and Review the Component Docs

¸As applicable, check docs for master/slave settings

¸As applicable, check docs for power, data, audio, and 

other I/O connections.
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Your New System (2003): Set Up-Part 2 (cont.)

¸Install theòFloppyò and Hard Drives
¸ If not already removed, remove the floppy and hard drive 
ñcage(s)ò from the chassis

¸Remove the drive bay ñcoverò for the floppy drive from the 
chassisô front bezel ïpops out towards the front

¸Eyeball the ñto-beò location of the cage and floppy in the 
chassis and temporarily install the floppy in itôs cage (4 
small, fine thread screws) ïthe eject button should be 
towards the ñbottomò of the chassis

¸Position the cage in the chassis and check for ñfitò
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Your New System (2003): Set Up-Part 2 (cont.)

¸Install theòFloppyò and Hard Drives (continued)

¸Remove the cage and, if applicable, reposition the floppy 

in the cage; secure with 4 screws

¸If applicable, set the booting hard drive as ñmasterò ïor 

leave at CS (cable select) if pre-set by the manufacturer

¸ Install the hard drive in its cage (4 short, coarse thread 

screws) ïthe power and data cable connectors towards 

the rear (and typically on the ñbottomò side of the drive)

¸ Install the cage in the chassis; secure it.
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Your New System (2003): Set Up-Part 2 (cont.)

¸ Install Other Externally-Accessible Drives

¸Remove the drive bay ñcover(s)ò for the drive(s) from the 

chassisô front bezel ïpop out towards the front.

¸Since there can be only one master and one slave drive 

attached to an IDE/ATAPI cable, check for master/slave 

drive settings; change as required ïset the noticeably 

slower drive as the slave.
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Your New System (2003): Set Up-Part 2 (cont.)

¸ Install Other Externally-Accessible Drives (cont.)

¸Note that the data cable has a ñlongò and a ñshortò end ï

established by the relative position of the center 

connector.  The drives attach at the short end with the 

pin-1 stripe ñkeyedò towards the driveôs power socket.

¸Note the data cableôs pin-1 stripe location in relation to 

the ñto-beò location of the drives in the chassis; adjust the 

ñstackò such that the master drive is at the end of the 

cable.  See next pointé



April 13, 2004 13

OCIPUG Hardware SIG

Your New System (2003): Set Up-Part 2 (cont.)

¸ Install Other Externally-Accessible Drives (cont.)
¸Sometimes the master drive will be on the bottom and the 

cable will go up, flop back over after attaching to the slave 
drive, and then drop down to the motherboard. 
Sometimes the master drive will be on the top and the 
cable will just drop down, connect to the slave drive,  and 
then drop down to the motherboard. All cable dependant.

¸Watch the lateral positioning of the drive in the chassis so 
drives donôt recede from or overhang the front bezel.

¸Secure the drive(s) in the chassis ï4 small, fine thread 
screws for each drive.
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Your New System (2003): Set Up-Part 2 (cont.)

¸ Install the Power Supply

¸Note the required orientation of the power supply in the 

chassis ïthe rear screw holes in the power supply need 

to match up with the corresponding openings in the 

chassis.

¸Check for a protruding flange on one edge of the power 

supply.  If present, the flange may need to slide into a 

channel inside the chassis.  Orient the power supply such 

that the flange is aligned with the channel.




